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Specifications

Library Configuration	 Base Configuration	 Maximum Configuration	 Scaled Configuration	

Number of cartridges 	 100		  500		  1000 
Number of cartridge drawers 	 1		  6		  12	
Number of slots per drawer	 80		  80		  80
Number of fixed cartridge cells	 20		  20		  40		

Number of mail slots 	 15		  15		  30		
		
Maximum number of tape drives 
supported	 12		  12		  24		
		
Drive types supported	 LTO-5, LTO-4		  LTO-5, LTO-4		  LTO-5, LTO-4 
 
Capacity	 LTO-5	 LTO-4	  LTO-5	 LTO-4	 LTO-5	 LTO-4
Maximum native capacity	 150TB	 80TB	 750TB	 400TB	 1.5PB	 800PB	
Maximum compressed capacity 	 300TB	 160TB	 1.5PB	 800TB	 3.0PB	 1.6PB

Performance	
Maximum native data transfer rate	 6TB/hr	 5.2TB/hr	 6TB/hr	 5.2TB/hr	 12TB/hr	 10.4TB/hr
Maximum compressed data 
transfer rate 	 12TB/hr	 10.4TB/hr	 12TB/hr	 10.4TB/hr	 24TB/hr	 20.8TB/hr

Interfaces	 8Gb FC	 4Gb FC	 8Gb FC	 4Gb FC	 8Gb FC            	 4Gb FC	
	 6Gb SAS	 U320 LVD SCSI	 6Gb SAS	 U320 LVD SCSI	 6Gb SAS	 U320 LVD SCSI 
			            			 

Dimensions	
HxWxD 	 76” x 24” x 41.5” (193 x 61 x 105 cm)	 76” x 24” x 41.5” (193 x 61 x 105 cm)	 76” x 48” x 41.5” (193 x 122 x 105 cm)	
Weight 	 705 lb (320 kg)		  758 lb (344 kg)		  1,516 lb (688 kg)

Reliability	
MCBF (mean cycles between failures)	 > 4,000,000 cycles					   
MTTR (mean time to repair)	 < 15 minutes

Operation	
Mount time	 < 20 seconds
Dismount time	 < 20 seconds
Inventory time (80 cartridges)	 < 25 seconds
Inventory time (500 cartridges)	 < 5 minutes

Environmental	
Operating Temperature	 0ºC to 50ºC						    
Operating Humidity	 15% to 85%
Voltage	 100-240 VAC				  
Frequency	 47-63 Hz
Power (min)	 484 watts
BTU/hr	 1653

Agency Approvals
Safety	 NRTL (US & Canada), CE, TUV GS 					   
Emissions	 FCC-A, ICES, CE, VCCI, BSMI, 
International compliance	 RoHS, WEE

Accessories Included	 US power cord, serial cable, documentation (SCSI terminator included with SCSI configurations)

Optional Accessories	 LTO-5 tape drives, LTO-4 tape drives, LTO-5 media, LTO-4 media, LTO cleaning cartridges, library/host SCSI cables, 	
	 additional mailslot magazines, capacity increase modules, additional power supplies, multi-module robotics assembly, 	
	 NEO 8000 to NEO 8000e upgrade kit, NEO 8000e rear door option kit
	
Warranty	 1-year onsite

Sales:

Tel: 1.888.343.7627 (US)
Tel: +1.858.571.5555  (Int’l)

Corporate:

Tel: 1.800.729.8725
Tel: +1.858.571.5555
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